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Ø 4 max

ch. 8 mm

ch. 10 mm

 TURBO PUMP (TMP)   CONTROLLER  FOREPUMP

TwisTorr 74FS

TwisTorr 305FS

Platform

Onboard controller
Remote controller

MD1 Diaphragm Pump

IDP3 Scroll Pump

IDP7 Scroll Pump

NOTE:  for the full list of available configurations please check the TPS-flexy Data Sheet on 
Agilent.com; you can find it here: www.agilent.com/chem/tps-flexy-data-sheet 



ch. 10 mm

Bracket - 305FSBracket - 74FS
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ch. 8 mm

Onboard controller fastening screws Remote (rack mounting) controller fastening bracket

4

Quick Reference Assembly Guide
Agilent TPS-flexy

Find parts to assemble 
the mating-connector 
in accessory bag

Find parts to assemble 
the mating-connector 
in accessory bag



ch. 10 mm

ch. 10 mm

ch. 10 mm

Primary Pump-Platform 

Primary Pump-Platform 
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PRIMARY PUMP - PLATFORM

PRIMARY PUMP - PLATFORM

PRIMARY PUMP - PLATFORM
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IDP-3 integrated anti 
such-back valve 



SR03741796

OPTIONOPTION
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Danger due to open high vacuum flange

WARNING

The rotor of the turbopump turns at high speed. If the high vacuum flange is open,

there is a danger of cut injuries and that the pump can be destroyed by objects falling

into it.

     Never operate the pump with an open high vacuum flange.
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Note:
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Note:
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